
Multicast and Unicast  
VLC player 
RTSP and MPEG-TS modes !
1) VLC set to decode a unicast RTSP stream  

Type into the open network stream box of VLC the following 
a) rtsp://192.168.10.100:554/video1 (ANT-3300/2000/3400) 
b) rtsp:192.168.0.151:8554/stream  (ANT-4000E) 
 
Note: the Port numbers and IP addresses are the default IP addresses and 
RTSP ports set in the units when shipped. If these are changed then please 
change the above accordingly. 

2) VLC set to decode a multicast RTSP stream  
Type into the Open Network Stream box of VLC 
a) rtsp://192.168.10.100:554/video1 (ANT-3300/2000/3400) 
b) rtsp:192.168.0.151:8554/stream  (ANT-4000E) 
 
NOTE! This time you must click the SHOW MORE OPTIONS check box and 
type in EDIT OPTIONS rtsp-mcast=1 
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To st ream mult icast  f rom an Ant rica server select  t he Net work opt ion as 
shown in t he diagram below. In Show more Opt ions ...please ent er rt sp-
mcast =1  as shown.
Not e! If  you do not  add t his opt ion of  rt sp-mcast =1  t hen VLC w ill receive a 
unicast st ream on t he IP address 1 9 2 .1 6 8 .1 0 .1 1 7  as shown.

As ment ioned by   set t ing RTSP-mcast =1  causes VLC t o send a request  t o 
t he Server v ia rt sp t o st art  st ream ing mult icast . The Mult icast  IP address 
w ill be t he one which you set  up in t he NETWORK set t ing page of  t he 
Server.
2 2 4 .0 .0 .xxx as an example. Ant rica server w ill now st ream UDP packet s 
over RTP using t his mult icast  IP address. Again your rout er/  net work must  
be capable of  support ing mult icast  . The f o llow ing is a good art icle on t his 
subject :

h t t p :/ / w ww .ib ib lio .o rg / p ub / L inux / d o cs/ how t o / o t her - f o rm at s/ h t m l_ sing le /
Mu lt ic ast -HOWTO.h t m l

USING VLC PLAYER TO PLAY STREAMS FROM ANTRICA SERVERS AND IP CAMERAS



When using multicast mode with VLC there is communication via RTP messaging 
between VLC and the Antrica encoder which tells our Encoder to send a multicast 
stream and on which multicast IP address this stream will be sent is communicated 
back to VLC. 
NOTE! VLC will still show the unicast IP address and not the multicast IP address in 
its OSD. However VLC is receiving the stream via the multicast IP address using 
UDP. To prove this use wireshark or other network sniffer. !
3) VLC set to decode MPEG-TS (Transport Stream) via UDP- Unicast 
Type into OPEN NETWORK STREAM of VLC  
a) udp://@:1234 (ANT-4000E) 
b) udp://@64704 (ANT-3300/3400/32000A) secondary stream is port 64706 !
 !
1.     P2P mode: The peer IP of WiMi4100S should be set to the IP address of the 
PC, which the VLC is running. And enter udp://@:1234/ on the VLC player’s 
address field. 
2.     Multicast mode: Enter udp://@227.2.2.7:1234/ on the VLC player’s address 
field. 227.2.2.7 is a multicast address set in the WiMi4100S.


