
UAV  DRONE  V I D EO  

T RANSM I S S I ON

The ANT-177X ser ies  o f  Encoders  and Decoders
o f fe r  sub min ia ture  Mul t i  Camera v ideo to  IP
s t reaming.  Where  per fo rmance,  s ize  and we ight  i s
c r i t i ca l  Ant r ica  o f fe r  encod ing  o f  HDMI ,  HD-SDI  or
Compos i te  v ideo in  a  s ing le  min ia ture  encoder .
Record ing  on board  and two way ser ia l  cont ro l
da ta  and embedded meta  da ta  are  jus t  some o f
the  fea tures  a imed a t  the  AUV market .

CONTRO L   &  

COMMAND  ROOM  

ENCOD I NG

Ant r ica  o f fe r  a  range o f  Encoders  deve loped to
encode the  output  o f  an  LCD d isp lay  connected to
a  PC or  o ther  mach ine .  The Fu l l  LCD screen is
encoded and s t reamed to  a  cent ra l  cont ro l  room
for  d isp lay  .  HDMI  DVI  and HD-SDI  inputs  can be
encoded a t  fu l l  reso lu t ion  and f rame ra te  o f  the
d isp lay  screen 

UNMANNED  A I R ,  

SUB  S EA  &  L AND

VEH I C L E  ENCODERS

Ant r ica  supp ly  encoders  in to  any  unmanned
veh ic le  app l ica t ion  requ i r ing  smal l  s ize  ,  mu l t ip le
camera encod ing ,  record ing  and two way data .  
A  range o f  v ideo inputs  and two way data  fo rmats
are  suppor ted  together  w i th  aud io  and embedded
meta  dat  such as  GPS 


